
 

 
 

 
  

 
 
 
 
  

Directions 
FOR TOILETS, URINALS: It is not necessary to 
remove the water from the bowl.  One ounce is 
sufficient to remove soils, rust, lime, scale, and uric 
deposits, and deodorize.  Open flip top cap, invert 
bottle and with light pressure, direct stream 
completely around underside of toilet bowl rim.  
Allow a few minutes contact time before cleaning.  
Wet bowl mop in solution and swab all surfaces 
including seats and lid.  Rinse.  Repeat application if 
needed.  SHOWER STALL, TUBS: Glazed or other 
ceramic tile and grouting may be cleaned without 
damage.  Use 1 ounce in a gallon of water and 
apply to surfaces.   Allow 10 minutes contact time 
for surfaces to be cleaned.  Rinse thoroughly. 

Safety Information 
HAZARDS: Causes severe skin burns and eye 
damage.  Causes serious eye damage. Harmful if 
inhaled.  Toxic to aquatic life with long lasting effect.  
PRECAUTIONS: Avoid breathing fumes.  Wash 
hands thoroughly after handling.  Use only outdoors 
or in a well-ventilated area.  Avoid release to the 
environment.  Wear protective gloves/protective 
clothing/eye protection.  
 

Refer to the SDS for Response/First Aid information. 
 
STORAGE & DISPOSAL: Store locked up. Dispose 
of contents/container in accordance with local, 
regional, national, or international regulations. 

Bowl Brite 
Acid Bowl Cleaner 

 
 

Personal Protection  
Equipment (PPE): 
 
 
 

Scan for SDS / 
Technical Documents  

 
 

An effective acid cleaner for use in lavatories, restrooms, kitchens, food prep areas, industrial and 
institutional facilities, and municipalities.  Removes soil and scale build-up while leaving cleaned 
areas smelling fresh.  Works quickly. 

Product ID & Package 
PDQ Code                                     Package                    

4525654                                    6/1 qt. case 

Technical Data 
Form Liquid 

Color 
Clear, 
Viscous Blue 

Scent Floral 

pH (1%) <2.0 

Density 8.55 lbs./gal. 

Shelf Life 2 Years 

When stored unopened in dry place out of 
direct sunlight. 

DOT Shipping Classification: UN3264, 
CORROSIVE LIQUID, ACIDIC, INORGANIC, 
N.O.S., (PHOSPHORIC ACID, 
HYDROCHLORIC ACID) CLASS 8, 
CORROSIVE, PG II. 


