
 

 
 

 
 

 
 
 
 
  

The most cleaning power per drop!  Less than 2 containers of this highly concentrated, highly active 
product can replace a 5-gallon pail.  Utilizing the latest advances in formulating technology, we have 
designed a product that can be used in high and low temperature applications as well as hard and 
soft water.  Perfect for fixed cost accounts as it delivers exceptional results at low usage.  Helps to 
minimize your delivery and inventory costs as well as storage space. Quickly emulsifies greasy soils 
for easy removal.  Rinses quickly and easily from surfaces. The product is environmentally preferred 
as it does not contain Phosphates or NTA!  
 
 
 

Directions 
Remove shipping cap from concentrated container. 
Place container into a properly marked ConQuest 
rack. Secure the specially designed cap adapter 
onto the bottle, making sure the dispensing tube 
corresponds with that product.  Product is now 
ready to dispense.  See your service representative 
for setting automated dilution. Amount used will 
depend upon item cleaned and soil amount. 
Your service representative will set the 
concentration to match your needs. Typical usage is 
3 – 6 ml. per cycle. 
 

Safety Information 
DANGER: HAZARDS: Causes severe skin 
burns and eye damage. PRECAUTIONS: Wash 
hands thoroughly after handling. Wear 
protective gloves and eye protection. 
 

Refer to the SDS for Response/First Aid 
information. 
 

STORAGE & DISPOSAL: Store locked up. Dispose 
of contents/container in accordance with local, 
regional, national, or international regulations. 
 

Power Clean Extra 
Heavy Duty Liquid Mechanical Detergent 

 
 

Personal Protection  
Equipment (PPE): 
 
 
 

Scan for SDS /       
Technical Documents 

 
 

Product ID & Package 
PDQ Code                                    Package                    

4590765                                   2/1 gl. case 

Technical Data 
Form Liquid 

Color Tan 

Scent None 

pH (1%) >12.5 

Density 22.22lbs./gal. 

Shelf Life 2 Years 

When stored unopened in dry place out of 
direct sunlight. 

DOT Shipping Classification: UN 3266, 

CORROSIVE LIQUID, BASIC, INORGANIC, 
N.O.S., (CONTAINS SODIUM HYDROXIDE), 
CLASS 8, PG II. 

 


